DRIVEWAY APPROACH
DETAIL

.
CITY OF MASSILLON ENGINEERING
I 151 LINCOLN WAY EAST
MASSILLON, OHIO (330)830-1722

FAX: (330)830-1786

| DRIVE WIDTH . DEPRESSION
I TRANSITION

1”/FT. MAX.

WALK

L = 1/2 TREE LAWN
WIDTH, 1'-6" MIN.

TREE LAWN
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DRIVE WIDTH L
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' ' RESIDENTIAL DRIVE WIDTH 24’ MAX. ' '
COMMERCIAL DRIVE WIDTH 30’ MAX.
STANDARD 18" DROPPED CURB TRANSITION

DRIVE PLAN

6" 5'-0" VARIES
DRIVE APPROACH

3" RAD. 6" ABOVE CROWN
/ 1/4" JFT. /
L, VARIES
————
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€ RES. 6" CONCRETE WALK
COMM. 9" CONCRETE WALK

2"

RES. 6" PORTLAND CONCRETE CEMENT
COMM. 9" PORTLAND CONCRETE CEMENT

AA  NOTE DRIVE PROFILE

ANY DEVIATION FROM THIS MUST BE APPROVED BY THE CITY ENGINEER.
CONCRETE SHALL BE 4000 PSI CLASS C
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